
ADVANTAGES
• Easy branch connection

• Easily repair damaged detonator wires

• No need for wire strippers or knives for connection

• Grease filled connectors ensure a water resistant tight seal

ESTAR Pronto Connector is an 
accessory provided for the ESTAR 
detonators. It is an assembly of 
two ESTAR connectors with an 
interconnecting wire. It can be used for 
connection of branches to the firing lines 
without the need of wire separation, 
stripping and joining. Simply attach one 
connector to the branch bus wire and 
the other to the firing line bus wire and 
the connection is made. It can also serve 
as a repair tool to repair a severed or 
damaged detonator leg wire.
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PRODUCT INFORMATION

TECHNICAL DESCRIPTION

Disclaimer of Warranties and Limitations of Liabilities: Products described in this document are sold by Austin Powder without warranty; express, implied or statutory 
or as to MERCHANTABILITY, except as expressly stated in Austin Powder’s straight bill of lading. Under no circumstances shall seller be liable for loss of anticipated 
profits, consequential damages or incidental damages. For more information and service locations please contact Austin Powder’s headquarters:

Austin Powder, 25800 Science Park Drive, Cleveland, OH 44112 USA  
austinpowder.com | info@austinpowder.com | Phone 1-800-321-0752 | Fax 1-216-464-4418

Our Mission is to improve the world we live in 
through the safe and responsible use of explosives.

SHELF LIFE, STORAGE & DISPOSAL
Shipping Name: 
Class & Division: 
ID Number: 

US DOT REFERENCE NUMBER

• Store in accordance with all applicable local, state, provincial and federal laws.
• Disposal of explosive materials can be hazardous. Methods of safe disposal 

of explosives may vary depending on the user’s situation. Please contact an 
Austin Powder Technical Representative for information on safe practices. 
under good storage conditions.

TRANSPORT – UN CLASSIFICATION

STANDARD PACKAGING
The ESTAR Pronto Connector are packaged in a cardboard box with an outer dimension of 
11.25 x 7.6 x 5 in (286 x 193 x 127 mm), containing 20 units. Total package weight is 2.2 lbs./1 kg.

Wire material Copper coated Steel
Wire length 6 in (15 cm)
Temperature range for application -22 °F (-30 °C) < T < 140 °F (+60 °C)


