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AUFBAU UND ZUSAMMENSETZUNG 
Der übliche Aufbau einer Sprengschnur besteht aus einer sogenannten Pulverseele aus 
Nitropenta mit verschiedensten Laufmetergewichten, die zunächst in eine dünne 
Kunststoff- oder Papierhülle eingebracht wird. Anschließend wird der Aufbau mit Kunststoff 
umsponnen und mit einer wasserdichten Kunststoffhülle versehen. 
Diese flexiblen Schnüre haben einen Außendurchmesser je nach Laufmetergewicht der 
Pulverseele von etwa 3 – 9 mm. 
 
DETONATIONSGESCHWINDIGKEIT 
Die Detonationsgeschwindigkeit der Sprengschnüre beträgt von etwa 6.000 bis 7.500 m/s. 
 
VERFÜGBARE SPRENGSCHNÜRE 

Art.-Nr. Type Laufmetergewicht 
in Gramm 

Angaben pro Verpackungseinheit 

Spulen Meter/Spule Meter 
insgesamt 

700.001 Detonex 12 5 100 500 

700.002 Detonex 12 2 250 500 

700.003 Detonex 20 2 250 500 

700.004 Detonex 40 2 125 250 

701.351 Detonex 100 1 75 75 

700.242 Rowocord 25 2 150 300 

701.567 Nitrocord 6 2 250 500 

701.763 Nitrocord 100 2 50 100 

 
Andere Laufmetergewichte auf Anfrage 
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VERWENDUNG 
Sprengschnüre werden zum Zünden von Sprengladungen verschiedenster Art 
verwendet. Eine Verwendung darf nur durch befugte Personen erfolgen. 
ENTSORGUNG 
In Übereinstimmung mit lokalen und nationalen rechtlichen Vorgaben. Bei 
diesbezüglichen Fragen oder Problemen bitte den Verkäufer oder Hersteller 
kontaktieren. 
TRANSPORT UND LAGERUNG 
Richtiger technischer Name: Sprengschnur, biegsam 
UN-Nummer: 0065 
ADR/RID: 1.1D 
IMDG/IATA-DGR: 1.1D 
Stoffseite IMDG: 1251 
EMS-Nr.: 1-02 
MFAG-Tafel: Sub. 7.3 
DISCLAIMER: The data set forth in this Product Information Brochure (PIB) are based on the product test procedures of Austin 
Powder GmbH in use at the time of publication of this PIB. Specifications, test values and information are exclusively non-binding 
preliminary information and are not guaranteed; the actual data may differ for various reasons (e.g. temperature, humidity, 
pressure). Technical inaccuracies or typographical errors and the right to amend the PIB at any time without notice shall be 
reserved. Austin Powder GmbH does not assume any liability, covenants, guaranties or warranties with respect to the 
completeness, accuracy, reliability, suitability or availability of the product and the information of the PIB. Any liability for damages 
of any kind (such as direct or indirect, incidental or consequential damages, losses or expenses), directly or indirectly related for 
any reason to this PIB or the use of the products is excluded. The customer is (even when making decisions based on the 
information in the PIB) solely responsible for the proper use of the potentially dangerous products that, accordingly, may only be 
used by trained personnel and in compliance with applicable law. To the entire legal relationship between their customers and 
Austin Powder GmbH or Austin Powder Vertriebsgesellschaft m.b.H. their (Austin's) general terms and conditions (they can be 
downloaded from the homepage www.austinpowder.at) shall apply. 


